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Prufungsantrag gem. § 44 PatG ist gestellt 

@ Verfahren zum Komprimiern von dynamischen Webseiten und eine Datenverarbeitungseinrichtung zur 
Durchfuhrung des Verfahrens 

@ Zum Komprimieren von dynamischen Webseiten wird 
vorgeschlagen, die dynamischen Webseiten auf statische 
Blocke zu untersuchen und nur die statischen Blocke, 
nicht aber in jedem Fall auch die dynamischen Blocke zu 
komprimieren, es sei denn, die Belastung der CPU des 
Webservers erlaubt dies. Die statischen Blocke werden in 
komprimierter Form abgespeichert, so daft beim erneu- 
ten Abrufen keine erneute Kompression, sondern ledig- 
lich ein Ersetzen der unkomprimierten durch die kompri- 
mierten statischen Blocke erfolgen mu(S. 
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ABSTRACT: 



CHG DATE=20030912 STATUS=0>The method involves recording a data set including at least one static and one 
dynamic block. The identity (fingerprints) of all static blocks in the data set are determined. If the static block is stored in 
the block memory as a compressed block, the static bock in the data set is replaced by a compressed block. Alternatively, 
if the static block is not yet stored in the block memory, the static block is compressed and stored in the block memory as 
a compressed block, and the static block is replaced by the compressed block. A transmission data set is transmitted in 
which the static blocks are replaced by compressed blocks, and which contains dynamic blocks. An Independent claim is 
also included for a data processing device. 
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